In a deregulated electricity market, optimal hydropower operation should be achieved through informed decisions to facilitate the delivery of energy production in forward markets and energy purchase level from other power producers within real-time markets. This study develops a stochastic programming model that considers the influence of uncertain streamflow on hydropower energy production and the effect of variable spot energy prices on the cost of energy purchase (energy shortfall). The proposed model is able to handle uncertainties expressed by both a probability distribution and discretized scenarios. Conflicting decisions are resolved by maximizing the expected value of net revenue, which jointly considers benefit and cost terms under uncertainty. Methodologies are verified using a case study of the Three Gorges cascade hydropower system. The results demonstrate that optimal operation policies are derived based upon systematic evaluations on the benefit and cost terms that are affected by multiple uncertainties. Moreover, near-optimal operation policy under the case of inaccurate spot price forecasts is also analyzed. The results also show that a proper policy for guiding hydropower operation seeks the best compromise between energy production and energy purchase levels, which explores their nonlinear tradeoffs over different time periods.
Introduction
The hydropower and clean energy industry in China boomed through the development of clean energy in the past two decades [1, 2] . With the abundance of clean energy, energy spill increases gradually when the excess energy from the supply side cannot be entirely consumed by energy demand from the demand side. This is primarily influenced by a low efficiency of energy management technology, especially under a regulated market that limits the flexibility of energy trade over multiple power producers and power consumers. A deregulated electricity market is establishing in China to improve energy management efficiency and reduce energy spill. Electricity firms under a deregulated electricity market can sign long-term trade contracts in the forward market and transact energy in the day-ahead or real-time market to deal with an energy surplus or energy shortfall produced by the imperfect estimation of energy production. Hydropower firms should customize their strategies for the forward and real-time market to achieve a maximized payoff. The uncertainty induced by forecasting error could lead to the risk of deviation from operational targets of policy and payoff due to the limitation of long-term inflow forecasts precision, increasing the difficulty of decision-making.
Existing studies developed various optimal hydropower operation models under a regulated market using elaborated methodologies [3, 4] and algorithms [5, 6] for modeling and solving the problem of revenue maximization [7] or cost minimization [8, 9] related to energy production. The revenue or energy production maximization models for a regulated market often assume a market that dominates power sources, wherein the energy produced from power producers can be entirely consumed by the market. In such cases, power producers would only seek their optimal strategies from the aspect of ensuring the efficiency of resource utilization. Similarly, the cost minimization models for a regulated market assume a market that dominates power consumers, wherein the load demand imposed on a power source firm should be strictly satisfied. Cost minimization strategies mainly focus on optimal load allocation plans [9, 10] , which optimize the unit commitment of inter or intra power stations. These studies aimed to maximize revenue from energy production or to minimize cost from satisfying load demand, which usually did not consider the economic influence of market factors upon penalizing energy shortfalls. In fact, under a deregulated market, the contracted load demand can be either satisfied by energy production from this hydropower producer or energy purchase from other power producers, given that the total power output capacity is greater than the total load demand. As a result, both the revenue from energy production and the cost from energy purchasing could affect the net benefit of this hydropower producer, and informed decisions must be made with consideration of both terms and determine the optimal level for each term and the corresponding reservoir operation policy. However, none of the above models could facilitate the analysis of resolving the conflicting decisions regarding energy production and energy purchase.
Determining the optimal reservoir operations in a long-term span under a deregulated market environment involves encountering multiple sources of uncertainty, notably, inflow forecasting uncertainty and spot energy prices forecasting uncertainty. Previous studies [11] generally addressed inflow uncertainty on model construction using heuristic simulation models or optimization models using stochastic dynamic programming. Wolfgang et al. [12] proposed a stochastic dynamic programming model that considers the climatic variations of hydropower inflows, which they used to analyze possible reasons for the reduction of reservoir water level within the deregulated electricity market in Norway. Liu et al. [13] reviewed the risk-constrained hydropower scheduling model in a deregulated power market by considering inflow and price uncertainty. Zhong et al. [14] established a long-term risk evaluation model for determining the risk of energy shortfall to contract demand; they proposed a model framework to determine contract demand according to the tolerance level toward risk of decision makers. Still, these studies have not explored the joint influences of inflow uncertainties and price uncertainties in the context of uncertain decision making. The advantages and limitations of these studies have been summarized in Table 1 . 
Regulated market
Revenue maximization models To maximize the energy production or revenue from energy production with fixed operational cost. Either the energy production can be entirely consumed by the market, or the demand load should be strictly satisfied by the hydropower producer. Market factors are neglected.
Xu et al. [3] [4] [5] ; Feng et al. [6] Zhao et al. [7] Cost minimization models
To minimize the unit commitment cost over turbine units or hydropower stations with given load demand processes.
Xu et al. [8] Li et al. [9, 10] Deregulated market
Simulation models
To simulate the results of revenue and risk of failing to deliver adequate energy for a hydropower producer based on reservoir operation rules and given probability distribution function of uncertain factors.
The optimality condition of the operation policy is not guaranteed.
Kern et al. [11] Zhong et al. [14] Optimization models
To optimize the synthesized revenue or cost of a hydropower system with consideration of both inflow and price uncertainty.
Modeling complexity intensifies when all uncertain factors are addressed with probability distributions.
Wolfgang et al. [12] ; Liu et al. [13] ; Mo et al. [15] ;
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Stochastic programming [16] is a modeling tool for solving uncertain decision-making problems. The random variables are often described by a known probability distribution, a set of statistical moments, or likelihood scenarios. Given that the description of the continuous stochastic process would intensify the modeling effort of the problem, a set of discretized scenarios [17, 18] is employed as an alternative and the model is discretized and solved accordingly. Stochastic programming that uses scenario-tree as the uncertainty descriptions [19] have been verified to outperform Stochastic Dynamic Programming (SDP) [20] and Sampling Stochastic Dynamic Programming (SSDP) models [21] that use Markov processes or historical realization samples.
Considering the limitation of information quality of modeling the uncertainty of spot energy price using probability distributions and the computation effort [22] of model complexity for building a multi-stage stochastic programming model that considers two uncertain factors, it introduces a mixed scenario-analysis stochastic programming model for resolving the benefit-cost conflict of energy delivery and energy purchase for a cascade hydropower system under a deregulated electricity market. Specifically, streamflow uncertainty is addressed by generating actual streamflow scenarios from forecasted stream flows and error statistics, whereas spot price variability is discussed using discretized scenarios. The developed model is able to address uncertainties described as probability distributions as well as discretized scenarios in determining the optimal reservoir operation policy under a deregulated electricity market. Moreover, compared to the traditional reservoir operation models developed in a regulated market, the proposed methodologies analyze the tradeoff decisions between energy delivery and energy purchase using a benefit-cost analysis framework. Methodologies are tested in the case study of the Xiluodu to Gezhouba cascade reservoir system in the Yangtze River.
Methodology

Conflicting Decisions on Energy Production and Energy Purchase
A hydropower producer under a deregulated market can sign a long-term energy contract that specifies the contracted load (or energy demand) under a fixed price with power consumers to manage partial of the market risk caused by energy price variability. However, given that the production of hydropower energy is highly variable due to streamflow uncertainty, the contracted energy can be partially delivered by the hydropower producer and partially delivered by energy purchase from other power producers. On the other hand, energy surplus to the contracted energy can be traded to other power producers or consumers in real-time market to mitigate the influence of forecasting error [15] . Unlike under a regulated market, the overall payoff under a deregulated market is not only determined by the energy production from the hydropower producer but also the level of energy purchased, as energy shortfall to the contracted energy is either charged by a purchasing cost from alternative power producers or a penalizing cost for curtailing energy delivery to the power consumer. These could result in a reduction in net revenue.
Since both the revenue from energy production and cost from energy purchase would affect the net revenue, determining the optimal levels of the two decision variables necessitates the analysis of their conflicting mechanisms from the background supports of reservoir operation. Previous studies [23, 24] have noted that the maximization in total energy production is conflicted with the maximization of firm power output, due to difference between the mechanism of energy maximization and the mechanism of firm power output maximization. Specifically, the maximization in total energy production could result in heterogeneous power output when the peak power output is often produced at the highest water head, while the maximization in firm power output may yield homogenized power output sequences for maximizing the minimum power output over the planning horizon. Similarly, as hydropower generation involves nonlinear relations of water released and water head sequences, the mechanism of total energy production maximization and mechanism of energy shortfall minimization could also be contradictory. For example, reducing the water released and lower down the energy production in the early time periods could increase the water head and water released for late time periods, which may result in increase in total energy production due to nonlinearity tradeoffs. Furthermore, contracted energy price and spot energy price directly determine the benefit and cost, respectively, and this intensifies the difficulty in identifying the optimal decisions.
Resolving the conflict between the revenue from total energy production and the cost from alternative energy purchase requires systematic evaluation on the specific values of the two terms. This process involves long-term streamflow forecasts of uncertainty and spot energy price prediction.
Quantification of Revenue from Energy Production Delivery and Cost from Energy Purchase
Predicting the spot energy price over each single period during the planning horizon remains a practical and theoretical challenge. This difficulty stems from the fact that the spot energy price is determined by power supply and demand balance situations of the real-time market. The data profile related to the information of real-time market is difficult for a hydropower producer to obtain. Given that the cost of energy purchase could be highly [25, 26] associated with the highest energy shortfall that requires the highest energy surplus from other alternative power sources, the mean value of the spot energy price is predicted to reduce modeling effort. The expected cost of energy purchase from the real-time market is derived as follows:
where [27] in uncertain streamflow scenarios. Variability on λ is examined through sensitivity tests.
Revenue from selling hydropower energy consists of two parts: (1) revenue from selling the energy produced according to the contracted energy demand at a fixed price and (2) revenue from selling the excess energy from the contracted energy demand at spot price. Estimating the spot price at periods during which this hydropower producer generates an energy surplus could also be difficult. Additionally, the spot price of energy surplus produced by this hydropower producer is different from the spot price of energy purchased from other power producers during energy shortfall. Given that hydropower energy is a cheap clean energy with a low production cost, it is usually competitive in real-time market compared with other types of power producers. Accordingly, it is assumed that an energy surplus can still be traded at the contracted price. Under this assumption, the total energy production of the hydropower producer is the primary concern and the influence of the spot price on energy surplus can be disregarded. This simplification will not change the basic function of this model in resolving conflicts.
Therefore, the expected total revenue can be calculated as follows:
where R is the total revenue, [CNY]; Spls(ω, ξ) is the energy surplus of the energy demand, [kWh]; and p is the fixed price of energy according to the long-term contract, [CNY/kWh]. The contracted energy demand is satisfied in two parts. The energy production of this hydropower producer and the energy purchased from other producers for mitigating the energy shortfall are given as:
where E(ω, ξ) is the total energy production from this hydropower system, [kWh]; and Es(ω, ξ) is the total energy purchased. By combining the revenue and cost terms, informed decisions could be made toward maximized net revenue, which can be derived as follows:
According to Equation (3) and (4) is expressed as
Equation (5) indicates that the conflict is resolved by pursuing high revenue from the total energy production while cutting down the cost from energy purchase. The cost of energy purchase acts as a penalty term that is determined by the level of energy shortfall and the difference in spot and contract prices.
Stochastic Programming Model for Conflict Resolution
Theoretically, maximizing the expected value of net revenue involves modeling the probability density function of the continuous and correlated stochastic streamflow processes and evaluating the expectation using integration [28, 29] . This process could be computationally intractable with several periods considered. The model is usually converted to its discretized deterministic equivalents using a finite number of scenarios to solve the deterministic equivalents. Accordingly, the objective function characterized by Equation (5) can be converted as follows:
where T, M, and I are the total number of periods, reservoirs, and streamflow scenarios; Prob[·] is the probability function; ω i is streamflow scenario i, which can be generated by synthetic hydrology models [30] or scenario tree generation models, and it is the hydrology realization of ω, [m 3 /s]; E i m,t is the energy production generated from reservoir m during period t under scenario ω i ; ES i t is the energy shortfall (or energy purchase) of the reservoir system during period t under streamflow scenario i, [kWh]; and α t is the weight coefficient of period t, considering unequal time intervals during the planning horizon with finer intervals within the wet season.
Equation (6) is a discretized formulation of the objective function. Specifically, term
, which calculates the expected value of the total revenue of the hydropower system from the energy production, and
is the weighted average energy shortfall level during the planning horizon under streamflow scenario i. The use of square root is to evaluate the weighted average energy shortfall percentage, rather than the weighted sum of squares of energy shortfall percentage. Therefore, it can be obtained such that
The following constraints are considered:
(1) Mass balance equation
The mass balance equation specifies changes in reservoir storage volume regarding balance terms. This equation indicates that the outflow from an upstream reservoir becomes part of the inflow into its downstream reservoir in a cascade hydropower system, which can be expressed as:
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(2) Power generation function
The following functions calculate the energy production from a given reservoir:
where H i m,t is the average gross water head of reservoir m in period t and streamflow scenario i [m], which is equal to the difference between the average forebay and tailrace water levels; η(·) is the energy productivity function [kWh/m 3 ]; and f 1 and f 2 are the functions that calculate the average forebay and tailrace water levels [m], respectively.
(3) Physical bounds
The physical bounds of the reservoir system confine the variation range of storage, releases, and energy production and restrict the change rate of the water levels in adjacent periods: 
where ES i t and Spls i t are the energy purchase and surplus during period t under streamflow scenario i, respectively. Equation (18) indicates that either the energy purchase or the surplus equals zero.
Overview of the Cascade Hydropower System
The area that stretches downstream of Jinsha River to the middle reaches of the Yangtze River is one of the most prominent hydropower energy sources in China. After the construction of the Xiluodu and Xiangjiaba dams on the Jinsha River, which are the two representative megaprojects of China's West-East Electricity Transfer Project Plan, Xiluodu, Xiangjiaba, the Three Gorges project, and Gezhouba from the upstream to the downstream began to constitute a cascade reservoir system. This development greatly enhances flood control capacity in the Yangtze River and the regional water and energy supply to recipients. The annual energy production of the entire system is 1950 × 10 8 kWh, which helps reduce the consumption of thermal power or other power producers and cut emissions. The specific location sketch map of the system considered is shown in Figure 1 .
The drawdown season of the given system starts on 1 December and ends on 30 June of the following year. Given the high streamflow variation situations in the late drawdown season and addressing the influences of spillage on energy production, the intervals are heterogeneous during the planning horizon. Monthly periods are used from 1 December to 30 April, and five-day periods are used from 1 May to 11 June. By contrast, daily periods are used in the remaining time span. The major objective of the system during the drawdown season is power generation, and the other objectives, such as ecological water use, water supply, and shipping requirements, are treated as constraints. The entire system depletes its water level to the limited flood water level at the end of the drawdown season. Thus, the storage boundary condition (V m,T+1 , ∀m = 1, . . . , M) is fixed. The storage reservoirs are assumed full at the beginning of the drawdown season. At the streamflow scenarios and forecasted average spot price of alternative power producers, system operations in terms of how to deliver energy production are investigated to resolve the conflict between energy production and energy purchase.
and Figure 1 . Table 2 lists the model parameters. Three different levels of forecasted spot prices, λ, are tested to examine the influence of parameter variations on the outcome.
Results
Tradeoffs under Streamflow Uncertainty
For each group of parameters, the deterministic equivalents are solved by a nonlinear solver, LINGO (https://www.lindo.com/). The robustness of model with varied constraint conditions of downstream water requirements and dynamic control on flood limited water levels has been verified by Xu et al. [31] . Figure 2 shows the box plots for the system revenue from energy production and energy purchase level under different values of λ. The expected system revenue and the expected energy purchase level decrease as λ increases, which shows that the increase in expected total revenue adversely affects the minimization of expected energy shortfall percentage and vice versa. This finding is attributed to the fact that the contracted energy is satisfied by the energy production from this hydropower producer and energy purchase from other producers. As the expected energy purchase level decreases from 16.2% (under a low λ) to 12.3% (under a high λ), the expected system revenue decreases from 218.78 × 10 8 CNY to 215.92 × 10 8 CNY. Theoretically, this finding is attributed to the increase in λ, which enhances the cost of energy purchase, thereby leading to the decrease in energy shortfall for lowering the cost. Operation policy becomes more conservative for lowering down the expected energy shortfall percentage and deteriorates energy production. generates a high level of energy surplus in May and June. As λ gradually enhances, the highest expected energy purchase levels in a single period will decrease to 18.2% and 13.3%, respectively, whereas energy surplus in the late periods will decrease. The results show that lowering the down energy purchase causes the energy delivery policy to homogenize the energy shortfall results as λ This finding also shows that the variations in system revenue in terms of streamflow variability are nearly the same under different values of λ, whereas the variations in energy purchase level reduce gradually as λ increases. This finding indicates that the variations in λ has a more direct effect on the results of energy purchase level than the system revenue. Figures 3 and 4 show the optimal expected system power output sequences and expected water level trajectories under different values of λ, respectively. Under a low level of λ, the optimal solution (solution I) pursues the highest expected revenue, but it results in the highest level of energy purchase compared with the other two solutions under different scenarios of λ. Figure 3a shows that this solution results in the highest expected energy purchase level of 26.2% in January, but it generates a high level of energy surplus in May and June. As λ gradually enhances, the highest expected energy purchase levels in a single period will decrease to 18.2% and 13.3%, respectively, whereas energy surplus in the late periods will decrease. The results show that lowering the down energy purchase causes the energy delivery policy to homogenize the energy shortfall results as λ increases. Figure 4 also indicates that the variations in energy delivery policy are due to the different reservoir drawdown policies. The Xiluodu and the Three Gorges project deplete their storages more rapidly as λ increases. This finding explains the differences in energy delivery processes. To reduce the energy purchase in the early stage of the drawdown season when streamflow is low, reservoirs should fasten their storage depletions to increase production. Consequently, reservoirs could lose water head in the late stage such that the energy production in the late stage is reduced. The average water head of Xiluodu would decrease from 212.63 m to 200.84 m, whereas the average water head of the Three Gorges project would reduce from 101.4 m to 100.3 m. Given that the water head of both storage reservoirs are significantly reduced, the total energy production and the system revenue from energy production are reduced. The risk-neutral results are obtained using the expected value of indices to measure the model's mean performance. The outcome under each specific streamflow scenario may be different, thereby providing additional information about the distribution of indices. Figure 5 plots the system power output and energy purchase levels under different streamflow scenarios and λ . Figure 5a shows that the expected value of the system power output and the variance of the system power output are reduced with the increase of λ . The reduction in variance is induced by the homogenization in energy delivery, which is validated as the cause of deteriorations in the expected value of system revenue due to the water head reduction. Figure 5b shows that the standard deviation of energy purchase level decreases from 10.3% to 7.08% as λ increases. This finding indicates that the highest level of energy purchase was effectively reduced in most streamflow scenarios. However, few exceptions still exist. In the driest streamflow scenario, namely, Scenario 24, the highest energy shortage purchase under the case of a high λ is 29.6%, which is even Figure 4 also indicates that the variations in energy delivery policy are due to the different reservoir drawdown policies. The Xiluodu and the Three Gorges project deplete their storages more rapidly as λ increases. This finding explains the differences in energy delivery processes. To reduce the energy purchase in the early stage of the drawdown season when streamflow is low, reservoirs should fasten their storage depletions to increase production. Consequently, reservoirs could lose water head in the late stage such that the energy production in the late stage is reduced. The average water head of Xiluodu would decrease from 212.63 m to 200.84 m, whereas the average water head of the Three Gorges project would reduce from 101.4 m to 100.3 m. Given that the water head of both storage reservoirs are significantly reduced, the total energy production and the system revenue from energy production are reduced.
The risk-neutral results are obtained using the expected value of indices to measure the model's mean performance. The outcome under each specific streamflow scenario may be different, thereby providing additional information about the distribution of indices. Figure 5 plots the system power output and energy purchase levels under different streamflow scenarios and λ. Figure 5a shows that the expected value of the system power output and the variance of the system power output are reduced with the increase of λ. The reduction in variance is induced by the homogenization in energy delivery, which is validated as the cause of deteriorations in the expected value of system revenue due to the water head reduction. Figure 5b shows that the standard deviation of energy purchase level decreases from 10.3% to 7.08% as λ increases. This finding indicates that the highest level of energy purchase was effectively reduced in most streamflow scenarios. However, few exceptions still exist. In the driest streamflow scenario, namely, Scenario 24, the highest energy shortage purchase under the case of a high λ is 29.6%, which is even greater than the corresponding results under the medium and low value scenario of λ. This result is attributed to the reduction in expected value of an index in several scenarios, which does not necessarily guarantee its reduction under each scenario. greater than the corresponding results under the medium and low value scenario of λ . This result is attributed to the reduction in expected value of an index in several scenarios, which does not necessarily guarantee its reduction under each scenario.
(a) System power output series (b) Energy purchase level series 
Net Revenue Results
The revenue from energy production and cost of energy purchase can be determined once the monetary value of energy purchase can be quantified using spot price λ . As discussed by Wang et al. [32] , λ also represents the decision makers' risk preference toward uncertain real-time markets besides the economic interpretation. The sensitivity tests on the influence of λ on the model results are essential for informed decision-making when forecasting λ becomes difficult for either economic reasons or risk preference reasons. 
The revenue from energy production and cost of energy purchase can be determined once the monetary value of energy purchase can be quantified using spot price λ. As discussed by Wang et al. [32] , λ also represents the decision makers' risk preference toward uncertain real-time markets besides the economic interpretation. The sensitivity tests on the influence of λ on the model results are essential for informed decision-making when forecasting λ becomes difficult for either economic reasons or risk preference reasons.
Two extreme cases can be applied to determine the bounds of λ. If the power system is equipped with abundant and cheap power producers such that the energy shortfall can be easily mitigated, (λ − p) tend to be zero. The objective characterized by Equation (6) is equivalent to the energy production maximization. This scenario could occur when the energy shortfall caused by inadequate energy delivery from this hydropower producer can be substituted by other similar hydropower producers. By contrast, (λ − p) could also be as high as the price difference between the most expensive power source, such as thermal power source and nuclear energy source. Table 3 lists the optimal results of indicators under different values of λ and Figure 6 plots the corresponding results. (6) is equivalent to the energy production maximization. This scenario could occur when the energy shortfall caused by inadequate energy delivery from this hydropower producer can be substituted by other similar hydropower producers. By contrast, ( ) p λ − could also be as high as the price difference between the most expensive power source, such as thermal power source and nuclear energy source. Table 3 lists the optimal results of indicators under different values of λ and Figure 6 plots the corresponding results. influence of λ on the expected cost dominates the influence on expected revenue. Therefore, the curve of the expected net revenue, as shown in Figure 6 , reduces rapidly due to the increase in expected cost when λ varies. The energy purchase becomes increasingly valuable when λ is high.
The optimal solutions in determining the best level of energy purchase should be made according to the specific value of λ . However, when the prediction of λ is not precise, decision The expected revenue from the energy production decreases from 220.21 × 10 8 CNY to 215.92 × 10 8 CNY with the reduced magnitude of 4.29 × 10 8 CNY as λ grows. By contrast, the expected cost of the energy purchase increases drastically from 0 to 20.06 × 10 8 CNY, thereby showing that the influence of λ on the expected cost dominates the influence on expected revenue. Therefore, the curve of the expected net revenue, as shown in Figure 6 , reduces rapidly due to the increase in expected cost when λ varies. The energy purchase becomes increasingly valuable when λ is high.
The optimal solutions in determining the best level of energy purchase should be made according to the specific value of λ. However, when the prediction of λ is not precise, decision makers are also concerned about the consequence, especially the worst consequence, if a non-optimal or sub-optimal decision is executed. Figure 7 plots the results of net benefit under different levels of λ and energy shortage percentages.
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Discussion
1.
From the horizontal view, the results of the net revenue under different levels of energy purchase level show that the difference between the highest net revenue and the lowest net revenue from each curve varies greatly with the specific level of λ. The difference is the cost of making the worst decision. For example, when the actual value of λ is low (λ = 0.31 CNY/kWh), but decision makers overestimate the value of λ such that a most conservative decision (E[S(ω, ξ)] = 12.28%) on energy purchase level is made, the reservoirs system would lose a net revenue of 1.65 × 10 8 CNY compared with the results given a perfect information on λ. The corresponding highest reduction in net revenue would be 11.52 × 10 8 CNY when the actual value of λ is extremely high (λ = 0.48 CNY/kWh), but decision makers underestimate λ and make a most progressive decision (E[S(ω, ξ)] = 21.97%). For the medium level of λ(λ = 0.36 CNY/kWh), the highest reduction in net revenue would be 2.5 × 10 8 CNY. Therefore, if an inaccurate information on λ is used, the loss in net revenue would be high, especially when λ is high.
2.
From the vertical view, when the results of net revenue under different levels of λ but the same level of energy purchase level, the deviated magnitude of the net revenue between the results of λ = 0.28 and λ = 0.48 would increase with the energy purchase level. This finding could be applied to decision-making when no reliable predicted information on λ can be used. For example, if all the scenarios of λ are assumed equally likely to occur, the expectation of net revenue under all possible λ scenarios can be used as the target. Consequently, the optimal level of energy purchase would be 14.56% and the corresponding expected value of net revenue would be 209.27 × 10 8 CNY. Therefore, medium-level energy purchase rather than a high-level or low-level energy purchase should be determined to balance revenue and cost if no predicted information of λ can be used.
Discussion
For highlighting the differences of model performances, the model results are compared with two traditional models with the objective of maximizing the total energy production (or revenue of energy production) and the objective of minimizing the energy shortfall (or cost of energy purchase) under a high value scenario of λ = 0.41 CNY/kWh. Table 4 lists the model results while Figure 8 plots the power output shortfall or surplus related to the load demand. For highlighting the differences of model performances, the model results are compared with two traditional models with the objective of maximizing the total energy production (or revenue of energy production) and the objective of minimizing the energy shortfall (or cost of energy purchase) under a high value scenario of 0.41 λ = CNY/kWh. Table 4 lists the model results while Figure 8 plots the power output shortfall or surplus related to the load demand. The results show that the model with the single objective of maximizing revenue or minimizing cost does not yield an optimized net revenue for neglecting their tradeoffs. Instead, the proposed model could address the results tradeoffs under a deregulated market environment, which balances the energy production and energy purchase levels according to the specific conditions of inflow and price uncertainty. To maximize the total energy production could cause the highest level of energy purchase in early time periods, due to the nonlinear tradeoff mechanism of power generation over different time periods. To contrast, to minimize the energy shortfall (purchase) could lower down the total energy production, resulting in a reduction in direct revenue. The optimal policy for optimizing the net revenue seeks the best compromise of benefit and cost from the tradeoffs.
Conclusions
Hydropower producers under a deregulated electricity market could accomplish the long-term contracting of energy through the flexible choices of energy production delivery or energy purchase from other power producers in a real-time market. The energy production delivery associated with streamflow conditions varies and the cost of energy purchase is determined by spot energy price. Thus, the decisions of hydropower producers should be rationalized by benefit-cost analysis by considering the variations of streamflow and spot energy price. This study proposes a stochastic programming model to address the conflicting decisions under uncertain streamflow and spot energy price conditions. Conflicting objectives are resolved by maximizing the expected value of net The results show that the model with the single objective of maximizing revenue or minimizing cost does not yield an optimized net revenue for neglecting their tradeoffs. Instead, the proposed model could address the results tradeoffs under a deregulated market environment, which balances the energy production and energy purchase levels according to the specific conditions of inflow and price uncertainty. To maximize the total energy production could cause the highest level of energy purchase in early time periods, due to the nonlinear tradeoff mechanism of power generation over different time periods. To contrast, to minimize the energy shortfall (purchase) could lower down the total energy production, resulting in a reduction in direct revenue. The optimal policy for optimizing the net revenue seeks the best compromise of benefit and cost from the tradeoffs.
Hydropower producers under a deregulated electricity market could accomplish the long-term contracting of energy through the flexible choices of energy production delivery or energy purchase from other power producers in a real-time market. The energy production delivery associated with streamflow conditions varies and the cost of energy purchase is determined by spot energy price. Thus, the decisions of hydropower producers should be rationalized by benefit-cost analysis by considering the variations of streamflow and spot energy price. This study proposes a stochastic programming model to address the conflicting decisions under uncertain streamflow and spot energy price conditions. Conflicting objectives are resolved by maximizing the expected value of net revenue that jointly considers the revenue from energy production and the cost from energy purchase for
